
Bryan, Ohio
Bard Mfg. Co.

4096-264 A

Wire Identification numbers
for Bard use only.99

USE COPPER CONDUCTORS
ONLY SUITABLE FOR AT LEAST

75° C.

WARNING!

*DISCONNECT POWER BEFORE

! DANGER
*ELECTRICAL SHOCK HAZARD

 SERVICING.

if Option Not

A
Wires Connect

Used

A

A

Brown

Brown

Red

Indoor

Red (Low),
Black (High) where

applicable

Evaporator Section
Indoor Fan
Capacitor

Fan Motor

E1

Relay Logic
Board

54

R C
BYRATA2Y0TWVBKE1L

DGW2A1WRVG1L

2 1

21

3

5

4

70

3

Staging
Relay

6 4

251

12

Field

Low Voltage

High Voltage
OptionalFactory

Blue

Blue

Blue

Blue

Blue

Bl
ue

44

Blue

Blue

38

20

Bl
ue

Pi
nk

40

Pink

40

Purple/White48

Yellow/Red32

Yellow

67

Orange
37

Or
an

ge

43

Ye
llo

w/
Re

d

Yellow

Compressor

T3 T2

T1

Low Ambient Control (opt.)

Low Pressure Control

47

Hi Pressure Control

Yellow

66

Outdoor
Fan Motor

21

Yellow

Yellow

Yellow

45

Yellow

27

Ye
llo

w

59

Yellow

29

Yellow

L3

25

Yellow

71

Brown/White

Br
ow

n

49

Brown

Red

28

Re
d

55

Red

L1

Re
d

Red/Yellow

Red/White

Red

Red

Re
d/

W
hit

e

Red/White

Red/White

28

Red

21

Red

26

30

Red

23

Outdoor Thermostat

Control Panel Condenser Section

Black

Transformer

Low Voltage Terminal Block

6 Pin Plug
(Female)

Compressor

Block #1

Contactor

Terminal

58

Eyelet

Ground Lug

46

Bl
ac

k/W
hit

e

Ground

L2
31

13

L1 L2

T1 T2

21 3 4 5 6

L2L1

R

C

Per Nameplate

COM

240V

Defrost Sensor

C

W1

DH

E

L Y1

Y

R

G

C

B

O1

W3

W2

Black

12

Blk/Whte

Indoor Blower
Relay

8

230/208-60-3
240/220-50-3

Black/White

21

7

Bypass (opt.)

2

3

1

SE
NS

OR

CCYOW2RL2 C

CL1LRVBRLO

NO

NC

39

Low Ambient

COM

3 Way Valve

Reversing Valve

Return Air Thermostat

Black

Bl
ac

k/W
hit

e

Black

Black
Black

Black
Black

Black

Black/White

Bl
ac

k/W
hit

e

Bl
ac

k/W
hit

e

Black/White

Black

9

Black

Defrost
Control

10

Black

36

53

42

L3

T3

36

L3

208V

Black Black

36

Bl
k/W

hte

Outdoor
Fan Capacitor
19

Yellow/Black

56

60

58 57

C

L1

Y Yout

L3

24

L2

Move Red Wire to 208V
tap for 208V Operation

41

Phase Monitor
68


